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testing and results of any tests performed shall be recorded by the
medical center and copies provided to the COTR.

L. Smoke Detectors: Prevent accidental operation. Provide temporary
protection for smoke detectors and remove temporary covers at end of
work operations each day. Coordinate with COTR.

M. Hot Work: Perform and safeguard hot work operations in accordance with
NFPA 241 and NFPA 51B. Coordinate with COTR. Obtain permits from
facility Safety Manager at least 24 hours in advance. Designate
contractor's responsible project-site fire prevention program manager
to permit hot work.

N. Fire Hazard Prevention and Safety Inspections: Inspect entire
construction areas weekly. Coordinate with, and report findings and
corrective actions weekly to COTR.

0. Smoking: Smoking is prohibited in and adjacent to construction areas
inside existing buildings and additions under construction. In separate
and detached buildings under construction, smoking is prohibited except
in designated smoking rest areas.

P. Dispose of waste and debris in accordance with NFPA 241. Remove from
buildings daily.

Q. Perform other construction, alteration and demolition operations in
accordance with 29 CFR 1926.

1.7 OPERATIONS AND STORAGE AREAS

A. The Contractor shall confine all operations (including storage of
materials) on Government premises to areas authorized or approved by
the Contracting Officer. The Contractor shall hold and save the
Government, its officers and agents, free and harmless from liability
of any nature occasioned by the Contractor's performance.

B. Temporary buildings (e.g., storage sheds, shops, offices) and utilities
may be erected by the Contractor only with the approval of the
Contracting Officer and shall be built with labor and materials
furnished by the Contractor without expense to the Government. The
temporary buildings and utilities shall remain the property of the
Contractor and shall be removed by the Contractor at its expense upon
completion of the work. With the written consent of the Contracting
Officer, the buildings and utilities may be abandoned and need not be
removed.

C. The Contractor shall, under regulations prescribed by the Contracting

Officer, use only established roadways, or use temporary roadways
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constructed by the Contractor when and as authorized by the Contracting

Officer. When materials are transported in prosecuting the work,

vehicles shall not be loaded beyond the loading capacity recommended by

the manufacturer of the vehicle or prescribed by any Federal, State, or
local law or regulation. When it is necessary to cross curbs or
sidewalks, the Contractor shall protect them from damage. The

Contractor shall repair or pay for the repair of any damaged curbs,

sidewalks, or roads.

Staging Areas:

T Contractor will have use of areas adjacent to the building.

Walkways shall be maintained and construction material shall be fenced

off with chain link fencing.

Working space and space available for storing materials shall be as

determined by the COTR.

Workmen are subject to rules of Medical Center applicable to their

conduct.

Execute work so as to interfere as little as possible with normal

functioning of Medical Center as a whole, including operations of

utility services, fire protection systems and any existing equipment,
and with work being done by others. Use of equipment and tools that
transmit vibrations and noises through the building structure, are not
permitted in buildings that are occupied, during construction, jointly
by patients or medical personnel, and Contractor's personnel, except as
permitted by COTR where required by limited working space.

1. Do not store materials and equipment in other than assigned areas.

2. Schedule delivery of materials and equipment to immediate
construction working areas within buildings in use by Department of
Veterans Affairs in quantities sufficient for not more than two work
days. Provide unobstructed access to Medical Center areas required
to remain in operation.

3. Where access by Medical Center personnel to vacated portions of
buildings is not required, storage of Contractor's materials and
equipment will be permitted subject to fire and safety reguirements.

Phasing: To insure such executions, Contractor shall furnish the COTR

with a schedule of approximate dates on which the Contractor intends to

accomplish work in each specific area of site (this notice shall be
given prior to earth moving equipment arriving on the project site),

building or portion thereof. In addition, Contractor shall notify the
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COTR two weeks in advance of the proposed date of starting work in each
specific area of site, building or portion thereof. Arrange such dates
to insure accomplishment of this work in successive phases mutually
agreeable to Medical Center Director, COTR and Contractor.

Construction Fence: Before construction operations begin, Contractor

shall provide a chain link construction fence, 2100 mm (seven feet)

minimum height, around the entire construction site and any exterior
staging and storage areas. Provide gates as required for access with
necessary hardware, including hasps and padlocks. Fasten fence fabric
to terminal posts with tension bands and to line posts and top and
bottom rails with tie wires spaced at maximum 15 inches. Bottom of
fences shall extend to one inch above grade. Contractor shall maintain
egress points from existing building 330. Remove the fence when
directed by COTR.

When a building is turned over to Contractor, Contractor shall accept

entire responsibility therefore.

1. Contractor shall maintain a minimum temperature of 4 degrees C (40
degrees F) at all times, except as otherwise specified.

2. Contractor shall maintain in operating condition existing fire
protection and alarm equipment. In connection with fire alarm
equipment, Contractor shall make arrangéments for pre-inspection of
site with Fire Department or Company (Department of Veterans Affairs
or municipal) whichever will be required to respond to an alarm from
Contractor's employee or watchman.

Utilities Services: Maintain existing utility services for Medical

Center at all times. Prowvide temporary facilities, labor, materials,

equipment, connections, and utilities to assure uninterrupted services.

Where necessary to cut existing water, steam, gases, sewer or air

pipes, or conduits, wires, cables, etc. of utility services or of fire

protection systems and communications systems (including telephone),
they shall be cut and capped at suitable places where shown; or, in
absence of such indication, where directed by COTR.

1. No utility service such as water, gas, steam, sewers or electricity,
or fire protection systems and communications systems may be
interrupted without prior approval of COTR. Electrical work shall be
accomplished with all affected circuits or equipment de-energized.

When an electrical outage cannot be accomplished, work on any
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